12 AWG VWire

N

®
o

Black Wire from
EFI Unit

©

AN <—
Hq/ -

Capprox>

€

CRIMP /A
i
DETAIL D HEAT
TVSS FUSES \
FUSE
FROM
@ HEAT

)

27 (REF>

NOTES 4

v

AND S APPLY

Parts List:

12 AWG Wire (8" section>
Heat Shrink (2* section 2’ diam>

1 EFI Unit Schneider Elec, T80HS120/240Y
2 Fuse Housing Cooper Bussman HEB-AA

3 Fuse Ferraz-Shawmut ATDR30
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Assembly Instructions:

1 Strip only ONE end of each sectlon of black wire (4),
removing about & of insulation. Insert in “load’ side
of fuseholder(a2.

2 Strip ends of both black wires on EFI unit, and
insert ih non-load end of fuseholder (2B,

3 Crimp all 4 fuseholder ends to respective wires.
Insert Fuse into fuse housing, and hand-tighten 2A
onto 2B.

4 Cover crimps with heat 2 heat shrink, and apply
170F+ with a heat gun. 2 layers of heat shrink are
required, and must be “shrunk’ sequentially.

REV. | DATE DESCRIPTION CHECKED| APPROVED
DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION
WASHINGTON, DiC, 20891

ASSEMBLY INSTRUCTIONS FOR
TVSS4 OF POWER ISOLATION UNIT

DRAWING S OF S




